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On page 1, after the title, please insert the following: 

rposs.REFERENCE 

Trr j^^nfep Ho C orih«ri and c -'— hejejnbejgyjf is also described j p 
prT/ pP n^/02509. filed Jul y. 25 2Q03 and PF 10? 48 866.5, filed October 18, 
9009. This Ge rman, Patent Application, whose sut 
^ hy refeiegse, d ™'"°« flg h™* for a rhim of priority of invention under 35 

y S C H9faWdV 

On page 1 , line 5, please amend the heading as follows: 
Prinr Art BadfflEQynd of the Invention 

On page 1 . please amend the first paragraph as follows: 
The invention is based on a handheld power tool, in particular a handheld 
right-angle grinderO o r I I .u generic typ n c1U I .it J by H l»" a m*e t n rhi m V 

On page 1 , line 31 , please amend the heading as follows: 
Advantages Summary of the Invention 

Please amend the paragraph bridging pages 1-2 as follows: 
The handheld power tool of the invention ha vi ng tho ch ti m r tor i ot i oc of rl rtm 
4 has the advantage over the prior art that virtually complete decoupling in terms 
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of vibration between the handle and the motor housing ,6 attained while the 
function of a pivotably adjustable handle is preserved, and that to the maximum 
possible extent, existing mass- produced components can continue to be used. 
Because of the special handle mounting device, secure manipulation of the 
handheld power tool Is assured, while the at least one vibration-damping element 
is secured against damage, and a user handling the tool is protected against 
separation of the motor housing from the handle In the event of a defective 
vibration^lamping element, for instance if it tears. Above all. a compact, 
economical simple construction is obtained. The vibration-damping eiement of 
the handle mounting device can be seen from the outside In the handhe.d power 
too., and thus it can also be seen whether the handle mounting device is or is 
beginning to become defective. 



On page 2, please delete the paragraph contained In lines 16-18 in Its 
entirety. 

On page 2, line 20. please amend the heading as follows: 
RriA f p flR r.ription of the Drawings Qrawtng 

On page 3, line 1 , please amend the heading as follows: 
Detailed Description of the Preferred SsefflpJa^Embodiments 
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